
Municipal Park Monitoring Well (TVHP #4) 

Well Construction Details Lithologic Log Geophvsical Logs 
Flush Mount Cover 

TopsoiYfilVsand and gravel; grayish brown (2 5Y 512) 

Sand wlth gravel, hght brownlsh gray (2 5Y 612); 
Posslbly cemented at 37 - 38 feet, then >H20 

V fine sand (yellow~sh-brown, lOYR 514) interbedded wlth 
clay (dark gray, 5Y 414) "Brown clay" in driller's report 
Fine to coarse sand w~th clay, gray (5Y 611), 
Fast dnlling (60 feetlhour) 

Flne to coarse sand, llght olive-gray (5Y 612) 

Clay, v dark gray (10YR 311); some wood fragments, 

Sandy clay, fine to medium, greemsh-gray (5GY 511) 

Sand, lnterbedded fine to coarse, ohve-gray (5Y 512) 

Sandy clay, v dark gray (5Y 311 - 411) 

Clay, v dark gray (5Y 41)  

Sand, fine to coarse; olive-gray (5Y 512) 

Sand, fine to coarse, lnterbedded wlth clay, dark gray (5Y 511) 
Fast dnlhng (averaging 90 feetlhour from 330 - 530 feet) 

Clay; dark gray (10YR 411) 

440 - 540 Sand, fine to coarse, dark gray (SY 411) 

Sand, fine to coarse, mterbedded wlth some clay, dark gray 
(5Y 411). Slower dnlllng (30 feetlhour) 

Claylsandy clay, dark gray (5Y 41)  

Sand, fine to coarse, dark gray (5Y 411) 
Slow dnlling (35 feetlhour), Caliper log suggests 
evldence of blt wear 

Sand, sandy clay, posslble san&tone/mudstone, dark gray 
(5Y 411); very slow dnlllng (less than 20 feetlhour) 

North Clay; dark gray (5Y 411) 

Termmated dnlhg 
at 800 feet, backfilled 
to 740 feet ulth name 

slit, clay and settled 
ddhng mud 

Dnlled by Stevens and Son Well Dnll~ng, Inc 
- Started dnll~ng 6/18/02, well completed on 7/29/02 
- Cable tool ng  0-59 feet, mud rotary 59-800 feet Plezometer layout F, * .AX'. 3 ti2ib. =. - = - 2 ;I - -- - - =Lff$f~ -a=--- -- - 1 ((i ohm-meters 200 1 ,L, L a  4 Geophys~cai logg~ng by L Pearson, Hydro Logic, Inc 
- Well logged on 6/27/02 


