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Notice of Opportunity to Qualify Small Diameter Flow Meters  
for Participation in IDWR’s Water Measurement Program 

Purpose: 
The purpose of this notice is to provide manufacturers an opportunity to have specific models of flow meters 
approved by the Idaho Department of Water Resources (IDWR) for use in IDWR’s water measurement program. 
Testing of flow meters will be conducted at the Utah Water Research Laboratory (UWRL) in Logan, Utah in mid‐
December 2012. Vendors looking to participate in this testing should have the forms and meters submitted in 
early to mid December 2012. Opportunities for testing at future dates will be available, but pricing and 
scheduling requirements may differ from that shown in this notice. 

Background: 
Water measurement in the State of Idaho is a requirement for water users that divert water in regulated areas 
from both ground and surface water sources.  Data collected in these areas are reviewed and used by the Idaho 
Department of Water Resources (IDWR) for water management and distribution of water to senior water right 
holders.  Previous IDWR standards for measuring devices has focused on systems with conduits >2” in diameter. 
Many of the devices approved for the larger systems are either not available in 2” or smaller sizes or might not 
be competitively priced for those applications as compared to other options that may be available. Magnetic 
meters already on the IDWR approved list will be allowed to be used on the small diameter lines two inches and 
less but IDWR recognizes that costs and the economy of scale will be different for small acreages.  Therefore, 
IDWR is exploring additional measuring devices that are non‐mechanical in nature that can achieve data 
standards of ±2% accuracy, thereby reducing costs to end users. 

The current need for approved, small diameter flow meters results from the recent creation of a water 
measurement district in the Upper Wood Rivers area located in south central Idaho.  IDWR issued a measuring 
device order for the Upper Wood Rivers Water Measurement district that impacts approximately 300 points of 
diversion, with the majority of these systems having 1‐2 inch diameter piping for small (0.06 to 5) acreage 
irrigation.  These small systems will be required to submit measurement plans by April 1, 2013 and install 
devices prior to the 2014 irrigation season. 

Minimum Meter Specifications: 
Meter models to be tested for approval by IDWR for use in small diameter applications must meet the following 
minimum specifications: 
• Volume totalizing meter offered for applications 2 inches in diameter and/or smaller.  
• Meter type is either full profile magnetic or ultrasonic (wetted transducer, spooled, or flanged types). 
• Manufacturers rated accuracy is +‐2% of reading with a repeatability of +‐0.5% of reading. 
• Meter must be equipped with a display that displays total volume in cubic feet, gallons, and/or acre‐feet. 
• Memory is non‐volatile (persists in the event of power loss). 
• Password or similar protection of all settings and data to protect against unauthorized change or 

accidental loss of data.  

Cost: 
No fee is charged by IDWR for meter approval.  However, the UWRL has a fee for the laboratory testing. The lab 
cost for this evaluation is $1600.00 to test two different sizes of one model of flow meter. Five identical flow 
meters will need to be tested in each size. The test will include collecting eleven data points for each meter. 
Each set of five meters in an individual size will be tested in series at the same time.  Additional testing is 
available from UWRL, but is not required by IDWR for meter approval. Please contact Steve Barfuss at UWRL if 
you want additional testing performed on your meters.  There is no discount for multiple vendors in the lab at 
the same time.  
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Process: 
1. Select meters for testing. The tests will be performed on two different size meters of the vendor choosing 

ranging in size from ½ inch to 2 inches in diameter.  A minimum of five flow meters of each size shall be 
submitted to the lab for testing. Meters submitted to UWRL for testing shall be a representative sample of 
the model manufactured and sold to end users and shall not be calibrated beyond normal factory default 
calibration and will be stated as such in a signed document by the vendor. Each meter tested must have a 
standard factory calibration curve submitted to IDWR and UWRL prior the time of testing. 

2. Notify IDWR and UWRL of your intent to participate. All vendors of small municipal type non‐mechanical 
flow meters, who desire to have one or more meters identified on the list of IDWR approved flow meters 
under the water measurement program throughout the state, shall submit to IDWR and UWRL the 
completed Small Diameter Meter Certification found at; 

http://www.idwr.idaho.gov/WaterManagement/WaterMeasurement/PDFs/SDmeterform.pdf 

3. Submit meters to UWRL. Vendors will ship their meters directly to the Utah Water Research Laboratory in 
Logan, Utah and will be required to establish a contract with the UWRL and pay the costs associated with 
the required testing.  Meters submitted for testing at UWRL should be shipped to 1600 Canyon Rd, Logan 
UT 84321.  

4. Testing by UWRL.  All meters will be tested at the Utah Water Research Laboratory (UWRL) in Logan, Utah 
using a NIST traceable gravimetric weigh tank.  The weigh tank is a 0.11% device. Each set of five flow 
meters of the same diameter will be installed in series and tested at the same time across all test points. 
The meter’s register or the meter’s output signal will be recorded for each run (depending upon the meter 
type) to obtain the meter’s indicated volume of throughput. Eleven data points will be collected for each 
meter submitted. The data points will be collected as described below: 

a. Four points at the AWWA test standard flow rates as shown in the table below. Two intermediate 
flow rates will be tested to ensure that all meters of any type are tested at the same conditions. 

Nominal 
Pipe Size 

Minimum  Intermediate 1 Intermediate 2 Maximum 
all flows shown in gallons per minute 

5/8” X 3/4”  0.25  1.0  2.0  15.0 
3/4”  0.5  2.0  3.0  25.0 
1”  0.75  3.0  4.0  40.0 
1 ½”  1.5  5.0  8.0  50.0 
2”  2.0  4.0  15.0  100.0 

 
b. Four additional points will be tested at 2 fps, 4 fps, 6 fps, and 10 fps as calculated by the nominal 

pipe diameter. 
c. Three additional points will be tested at 5 fps, 7 fps, and 9 fps as calculated by the nominal pipe 

diameter. 
 
5. Results will be reported. UWRL will provide you with a report of the results of your testing within about 5‐

7 days of testing.  Criteria will be provided to each vendor that designates the meter accuracy 
requirements.  Results of the testing that meet the minimum acceptable standards established by IDWR 
will be considered an acceptable meter and will be put on IDWR’s list of approved meters. 

Vendors will be allowed to submit meters in the future as technology changes and new products are added to 
the market.  Future testing costs may change according to UWRL discretion.  Testing of new meter products will 
be required prior to meters being approved as standard meters by IDWR.  

Vendors and their meter technicians are encouraged to attend to help with meter installation and setup and to 
observe lab testing procedures for their meter(s).  Vendors will not be allowed to physically alter or manipulate 
meters while in the lab beyond normal installation.  Vendors who choose to observe lab testing must notify 
UWRL a minimum of five business days prior to scheduled meter testing date.   
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Please notify UWRL five days prior to testing if installation of meters requires special fittings. 

Questions and or inquires related to the UWRL testing for small diameter flow meters should be routed to 
Corbin Knowles of IDWR at: 
  
Idaho Department of Water Resources 
C/O Corbin Knowles 
322 E Front St PO Box 83720 
Boise ID. 83720 
(208) 287‐4842 
Corbin.knowles@idwr.idaho.gov 
  
Contract information for UWRL should be routed to: 
Maria Gates 
UWRL Business Office 
(435) 797‐3120 
(435)797‐3102 ‐ Fax 
maria.gates@usu.edu 
  
Laboratory information for UWRL:  
Steve Barfuss 
UWRL Lab 
(435) 797‐3214 
steve.barfuss@usu.edu 
  
 
 


